


1/2" MORTAR COATING

45^ WYE.

INSIDE DROP

(STANDARD)

CONNECTION DETAIL

OUTSIDE DROP

(SPECIAL CASES)

CONNECTION DETAIL

O.D. OF MH + 24"

90^ BEND

8"

45^ BEND 1/16" BEND

3"

3"

18" MAX.

STD. TEE

A

A

MORTAR COATING

18" MAX.

O.D. OF MH = 24"

1
2
"

A

A

8" MIN.

MORTAR COATING

2"x8"x32" DIA.

GRADE RINGS

8" MIN.

O.D. OF MH + 24"

A

A

STANDARD DROP CONNECTION TO MANHOLE

N.T.S.

PRECAST CONCRETE MANHOLE
N.T.S. N.T.S.
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MAX.

12"

SEE CONCRETE MANHOLE NOTES. SEE CONCRETE MANHOLE NOTES.

8"

8"

6"

8"

REMOVE TOP 

N.T.S.

SECTION "A-A"

O.D. OF M.H. + 24"

3" 3"

INSIDE

DIA.

 

 

INSIDE OR OUTSIDE.

EVIDENCE OF HONEYCOMB

THERE SHALL BE NO

A MINIMUM OF 3 DAY.

& ALLOWED TO CURE FOR

EVERY 18" DEPTH (MAX.)

MECHANICALLY VIBRATED

CONTINUOUS POUR

CONCRETE TO BE ONE

MANHOLE WALL.

GOES THROUGH

ADAPTOR WHERE PVC

GASKET OR A.C.

INSTALL RUBBER

THE CONTRACTOR SHALL

THROUGH MANHOLE WALL

SHERE PVC GOES

OR A.C. ADAPTOR

INSTALL RUBBER GASKET

THE CONTRACTOR SHALL

3/4" CRUSHED STONE

GEOTEXTILE

PIPE.

SIZE AS THE INCOMING

SHALL BE THE SAME

CONNECTION PIPE

THE INSIDE DROP

GEOTEXTILE

1" FALL

WITH MAX.

OF PIPE

MATCH TOP 

INVERT TO

1/2" MORTAR COATING

48", 60" OR 72"DIA.

N.T.S.

INLET RING & COVER NOTES:

 INLET RING & COVER 

4
AND COVER=162 lbs.  

APPROXIMATE WEIGHT OF RING=107 lbs.2. 

RING AND COVER NO. CDPA6OEHSSE OR EQUAL  

THE STD. INLET COVER SHALL BE PAMREX 32" 1. 

39-1/2"

COVER WITH LOCK

SANITARY SEWER 

PAMREX 32" COVER

MORTAR COATING

MIN 32"

CONFORM TO ASTM. C478

TOP SECTIONS SHALL

CONE SECTION AND FLAT

MANHOLE RISER SECTIONS

GRADE RINGS

3" OR 4"x6" 32" DIA. 

TO ASTM C443

JOINTS CONFORM

RUBBER GASKET 

MANHOLES

60" AND 72" DIA.

CONE OR FLAT TOP FOR

MANHOLES ECCENTRIC 

FLAT TOP FOR 48" DIA. 

CONCENTRIC CONE OR

INLET RING

MANHOLE NECK

 POURED IN PLACE CONCRETE MANHOLE 

-INCH NUT AND BOLT4
3

NECK WITH 

SECURE INLET RING TO MANHOLE

 BOLTED INLET RING DETAIL  
N.T.S.

MORTAR COATING

TEXAS

THE CITY OF THE COLONY

ENGINEERING DEPARTMENT

S-2

WASTEWATER STANDARD DETAILS

MANHOLES

PSI CONCRETE BASE.

INTEGRATED IN 3000

BOTTOM SECTION

32"

CERTIFICATION:

THE CITY OF THE COLONY.

FROM THAT RECEIVED FROM 

HAVE NOT BEEN ALTERED 

AND NOTES ON THIS SHEET 

CONTENT OF THE DETAILS 

CERTIFYING THAT THE 

THIS ENGINEER IS ALSO

APPEARS ON THIS SHEET. 

ENGINEER WHOSE SEAL

IN THIS PROJECT BY THE 

IS AUTHORIZED FOR USE 

STANDARD DETAIL SHEET 

THIS CITY OF THE COLONY 

RING=109 lbs. AND COVER=116 lbs.  

APPROXIMATE WEIGHT OF BOLT DOWN  

DOWN RING AND COVER NO. CDPE70AF OR EQUAL  

PLANE ELEVATION SHALL BE PAMTIGHT 32" BOLT  

ELEVATIONS ARE BELOW THE 100 YEAR FLOOD  

INLET COVERS FOR LOCATIONS WHERE THE RIM3. 

OF PIPE

3
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48", 60" OR 72" DIA.

MIN. SLOPE=1"/ 1'

EOS>#50 SIEVE

502.1.4.1.1 FOR DRAINAGE UPR WITH

SHALL MEET THE REQUIREMENTS OF ITEM

ROCK BASE UNDER MANHOLES

GEOTEXTILE USED FOR ENCAPSULATING

NOTE:

EOS>#50 SIEVE

502.1.1.1 FOR DRAINAGE UPR WITH

SHALL MEET THE REQUIREMENTS OF ITEM

ROCK BASE UNDER MANHOLES

GEOTEXTILE USED FOR ENCAPSULATING

NOTE:

RING DETAIL THIS SHEET.)

PAVEMENT.  (SEE BOLTED INLET

WHEN MANHOLE IS NOT UNDER

BOLT RING TO MANHOLE NECK

NOTE:

INTO MANHOLE NECK

MINIMUM OF 3-INCHES

-INCH BOLTS A4
3
DRILL AND EPOXY 

    ONLY AND WILL REQUIRE APPROVAL BY THE CITY

7.   OUTSIDE DROPS ARE TO BE USED IN SPECIAL CASES 

 

    SPECIFIED BY THE CITY

6.   USE INSIDE DROP CONNECTIONS UNLESS OTHERWISE

 

EXCEEDS 24" ABOVE THE MANHOLE FLOWLINE.   

5.   USE DROP CONNECTIONS WHEN CONNECTING LINE

 

"MH" STAMPED OR CUT IN THE CURB.   

4.   ALL NEW MANHOLES  SHALL BE MARKED WITH

 

STEPS SHALL NOT BE INSTALLED IN MANHOLE.3.  

 

OF THE MANHOLE PLUS 2 FEET.   

NOT BE LESS THAN THE INSIDE DIAMETER   

THE DIAMETER OF THE CONCRETE BASE SHALL2. 

 

WITH A C3A CONTENT OF 5%.   

4200 P.S.I. SULPHATE RESISTANT CONCRETE,    

PLACE MANHOLES SHALL BE 6.5 SACK,   

CONCRETE FOR ALL PRECAST AND POURED IN1. 

 

CONCRETE MANHOLE NOTES:

 

 

ON THE PLANS.

OTHERWISE SPECIFIED

FOUR FEET, UNLESS

STEEL BOLTS EVERY

STRAP WITH STAINLESS

USING STAINLESS STEEL

TO THE MANHOLE WALL

PIPE TO BE SECURED
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CLEAR OPENING

PAMREX 32" COVER

MIN 32"

CLEAR OPENING

PAMREX 32" COVER

MIN 32"

CLEAR OPENING





1/2




	S-1. Updated
	S-2. Updated
	S-3.UPDATED-Model
	S-4. Updated
	S-5 Updated



